JCQ Counting Scale
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® 1/15000 resolution (free setting capacity and division)

® Single point and linear calibration available

® Unit weight memory up to 20pcs

@ ACAI function results in a more accurate count by
increasing the reference weight

® Zero range setting and filter setting for counting under
various condition

® Accumulation, Accumulation display and Accumulation
clear functions

® RS-232 interface for PC/Printer/U.KEY Connector/
Blue Tooth(Optional)

@ Ideal for applications including production, packaging,
shipping and receiving, warehousing, inventory

management, in-process parts counting, or any other use
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Specifications

Temperature: 0C~40TC
Humidity: 80%

Model JCQ-3K JCQ-6K JCQ-15K JCQ-30K
Capacity (kg) 3 6 15 30
Division (g) 0.2 0.5 1 2
Countable unit weight (g) 0.02 0.04 0.1 (0)72

Display (mm)

2.5/2.7digits, 18mm digit height, LCD display

Weighing units

kg, g, pcs/ kg, kg, pcs/g, g, pcs/Ib, Ib, pcs

Weighing pan (mm)

280x198(stainless steel, and 1.0mm in thickness)

Power supply
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AC100~240V/rechargeable battery (6 V/ 4 AH)
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Jadever Scale Co., Ltd.

Add: 8F, No.11 Wu-Chuan 1 Rd,
Sinjhuang District, New Taipei

City,Taiwan 248

Tel : 886-2-22990203
Fax : 886-2-22990204
http: www.jadever.com

E-mail:sales@jadever.com.tw

Xiamen Jadever Scale Co., Ltd.
Add: 7F, No.40 Huli Avenue, Huli
District, Xiamen 361006, Fujian,
China

Tel : 86-592-6037668

Fax: 86-592-6037028
http://www.jadever.com
E-mail:xmjadever@jadever.com.cn

Jadever Weightech, Inc.

Add: 16 Lady Veronica Lane,
Vaughan , Ontario L6A 0G1
Tel:1-905-482-2618
Fax:1-905-887-4066
http://www.jadeverscale.com
E-mail:james@jadeverscale.com



